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The CES battery storage system is an intelligent solution 
that transforms renewable energy into a true competitive 
advantage. Thanks to its compact design and state-of-the-art 
battery technology, it delivers maximum performance with 
minimal space requirements. A reliable cooling system and 
strong emphasis on safety ensure smooth operation, while 
smart energy flow management provides significant savings 
and greater energy independence. With CES, you gain control 
over your own energy – efficiently, safely, and with 
a long-term perspective.

Key Features

Compact Design
The unit provides a storage capacity of 261 kWh with 
a power output of 125 kW, occupying an area of only 1,5 m2.  

Efficient Cooling
An advanced liquid cooling system ensures optimal 
operating conditions for the battery cells with minimal 
impact on the system’s own energy consumption. 

Long Cycle Life
The system uses battery cells that allow a depth 
of discharge (DoD) of up to 95%, with a declared 
lifetime of 8,000 cycles.  

Modularity
The system allows for simple and fast expansion 
by adding up to 5 additional units. 

Safety
Designed for outdoor installation, the unit is equipped 
with an automatic fire suppression system using 
NOVEC1230 extinguishing agent. 

Smart Energy Management
Standard functions include efficient charge and 
discharge control based on spot electricity prices, 
supported by consumption and PV generation 
forecasting.



Specifications

DC side

Cell Type LFP314Ah

Battery Pack 52,248 kWh / 1P52S

Battery Assembly 261,24 kWh / 1P260S

Rated Voltage 728-936 V DC

AC side

Rated Power 125 kW

Maximum Power 137 kW

THDi ≤ 3%

DC Component < 0,5% Ipn

Nominal Voltage 400 V AC / 3P + N+ PE

Power Factor 0,99 / -1 ~ +1

Nominal Frequency 50 Hz

General Parameters

Efficiency ≥ 90%

Charge/Discharge Rate 0,5 C

Depth of Discharge (DoD) 95% (25±2°C)

SOC Indicator Accuracy < 3%

Cycle Life ≥ 8 000 cycles

Connectivity Ethernet / RS485

Protection class IP55

Cooling Active liquid cooling

Operating Temperature −25°C - 55°C

Humidity 5 - 95% RH, non-condensing

Noise Level ≤ 75 dB

Altitude ≤ 2 000 m.n.m

Fire Protection Aerosol NOVEC C1230

Dimensions (W × D × H) 1 050 × 1 360 × 2 400 mm

Weight 2 600 kg

Compliance Standards UN 38.3, IEC 62477, IEC 61000, IEC 62619, IEC 63056, UL 9540A, EN 50549
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